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Morton Grove, IL U.S.A.

"THIS DRAWING AND THE INFORMATION DEPICTED
THEREIN IS THE PROPERTY OF XYLEM. COPIES ARE
ISSUED IN STRICT CONFIDENCE AND SHALL NOT BE
REPRODUCED OR COPIED, OR USED AS THE BASIS
FOR THE MANUFACTURE OR SALE OF PRODUCTS
WITHOUT PRIOR WRITTEN PERMISSION OF XYLEM".

ALL COMPONENTS TO BE MARKED
WITH COUNTRY OF ORIGIN PER
AWS MORTON GROVE STANDARD
PB4-00. 12/14/15 

 12/14/15 

29.78
[756,4]

24.54
[623,3]

17.82
[452,6]

31.12
[790,4]

86.07
[2186,2]

5.54
[140,6]
PUMP EXPOSED
SHAFT LENGTH

8.27
[210,1]

MOTOR EXPOSED
SHAFT LENGTH

16.011
[406,68]

31.000
[787,4]

6.000
[152,4]

7.75
[196,9]

140.00
[3556]

6.00
[152,4]

128.00
[3251,2]

102.40
[2601]

76.80
[1950,7]

51.20
[1300,5]

25.60
[650,2]

46.84
[1189,7]

"A" DIMENSION.

6.00
[152,4]

19.29
[490]
"BA" 

39.37
[1000]

29.00
[736,6]

24.00
[609,6]

14.00
[355,6]

14.00
[355,6]

32.00
[812,8]

15.38
[390,5]

15.38
[390,5]

.63
[15,9]

.63
[15,9]

.50
[12,7]
SHAFT GAP

SE1042_LAYOUT 

THIRD ANGLE PROJECTION
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NOTES:
1. ALL DIMENSIONS ARE IN INCHES WITH .125 TOLERANCE UNLESS OTHERWISE SPECIFIED.
2. SUCTION AND DISCHARGE CONNECTIONS ARE 250# ANSI B16.1 STANDARD FLANGES.
   HOLES IN FLANGES STRADDLE . (SEE NOTE 6).
3. BASEPLATE SETTING (BEFORE PIPING) , GROUTING PROCEDURES AND FINAL ALIGNMENT MUST BE
   IN ACCORDANCE WITH XYLEM A-C FIRE PUMP SYSTEMS RECOMMENDED PROCEDURES OUTLINED IN
   THE INSTRUCTION MANUAL ASSOCIATED WITH THIS PUMP TYPE.
4. MOTOR DIMENSIONS ARE APPROXIMATE FOR A GIVEN NEMA FRAME. CONSULT FACTORY IF SPACE
   IS LIMITED.
5. BOTH SUCTION AND DISCHARGE PIPES MUST BE SUPPORTED INDEPENDENTLY NEAR THE PUMP TO
   REDUCE STRAIN ON THE PUMP CASING.
6. COUPLING GUARD TO MEET ANSI/OSHA REQUIREMENTS.
7. PUMP: 16 x 10 x 22F , 8150 SERIES
8. MOTOR: "BALDOR" FRAME G400JZ.

.75 HOLE
6 HOLES PER SIDE

16" SUCTION
10" DISCHARGE

SCALE  0.060
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